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il  generatore  di  vapore   
prevede interventi manutentivi  
per calcare ogni 3-6 mesi. E'  
possibile scaricare l’acqua dalla  
caldaia per rimuovere ed  
espellere eventuali residui  
calcarei svitando il tappo posto  
sotto il fondo. Assicurarsi di  
richiudere il tappo una  volta  
scaricata  completamente  
l’acqua. (Fig. 29)
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non allacciata alla rete elettrica  
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950  

Nota: la somma di un valore di emissione di rumore misurato e la sua incertezza rappresenta un valore 
massimo limite dell'intervallo di valori che è probabile che si verifichi nelle misurazioni 

950  

i

Model: 800 220-240V 50/60Hz 
Massimo valore del flusso di vapore 
Livello rumore della pressione misurata alla distanza di 1 mt. In accordo alla norma 
ISO 11203 

Model: 800  220-240V 50/60Hz 
Massimo valore del flusso di vapore. 

Il valore totale di vibrazione a cui è sottoposto il sistema mano-braccio non supera i 2,5 m / s ^ 2

950

800
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4��	?���	!�1�
?"	$���!�	����1���?	��� 
�%	
&�	��!
���
���!	/�1���	�!���	
&�	 
appliance	��%	1����>	
&�	����!	/���>�

+�>	
�	�!�	��%	��
���	
&�!	������
Congratulations on choosing this appliance. 
We are sure that if you carefully follow 
the information included in this manual, 
you will appreciate the quality of our 
product. For this reason we kindly ask you to 
carefully read this manual and have it read by 
anyone in charge of running the appliance.

– The instructions concerning the operation
and maintenance of the appliance
included in this manual describe the
detailed use of the appliance as designed
and according to its technical
characteristics.

– This manual, provided together with the
steam generator, is an integral part of the
appliance itself and must be RETAINED FOR
ANY FUTURE REFERENCE until the appliance
is dismantled.

– The manual must be always at disposal of
the user and easily consulted by anyone
operating on the appliance.

– Should the manual be lost or damaged, the
user can ask the manufacturer for a new
manual specifying: SERIES- MODEL- YEAR OF
CONSTRUCTION- SERIAL NUMBER as visible on
the rear side of the appliance.

– The manufacturer reserves the right to
update and modify the steam generator
without having to update the previous pro-
duction and manuals.

– The manufacturer will not be responsible for
any direct or indirect damage due to any
improper use of the appliance, and
namely:

– gross negligence in the required maintenan-
ce.

– interventions for any modification not autho-
rized by the manufacturer.

– use of non original spare parts and spare
parts not specific for the model of
appliance under reference.

– total or partial non compliance with the
instructions.

– extraordinary events.

�+�	.��
��	*�)�	.�	@.
�C�	���D"	 
�
�'���	OFTEN"	�)����'

=	��	'��')
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	 ��	'	)'4�	
�
'��	4��	4�����	��4������-

The steam generator is designed and built for 
cleaning and sanitization using steam, 
water and suction. All three components 
can be used together. 

�*������	�)�

Use for purposes other than specified above is 
considered as improper use.  
The appliance must not be used in areas 
classified as potentially explosive.  Refer to 
the section entitled Important Notes for 
further details. Full compliance with the 
operating and mainte-nance instructions is a 
mandatory requirement. Improper use of the 
appliance, besides being hazardous for the 
user and other people and likely to damage 
the appliance itself, will invali-date the 
warranty conditions.
����)	��	����'����

��0��	����������
������������
��1�&�����������-
ting the appliance. 

��2���������������	�����3���������������
�������
will invalidate the warranty. 

��4������������������������������3���������
appliance is connected must comply 
with the applicable laws.

��%�������5���������appliance�����5������
temperatures. The operating temperature 
range is +5°C to +40°C.

��6�����������������
������appliance����7��
sure the mains voltage corresponds to the 
value on the rating plate, and the power  
socket is ground connected.

��8��������appliance�����������
�����������	����&���
to pull out the power plug. Never leave the 
appliance unattended when it is 
connected to the power supply.

��!�0�1��	������
��� ��
���
���
���
�
����1�����
����1������
����
���
-
rations. 

��%�������
������������3������	����	����������
the plug. Always grasp the plug. 

��%����������3��������	���������3����	����
���	�
or stretched, or come into contact with sharp 
items or heated surfaces.

��%������
������������������������3������	����
other important parts are damaged. 

��%������
����5����������&����
�������
�������	�
by the manufacturer, as this could cause 
damage or a  fire.

��$��������3������	����	�����&���������	��
���tact an authorised Service Centre . 

����������
�������appliance�3����3������	��and�
feet when it is plugged in.

��%������
�������appliance�near����7��� baths, 
showers or receptacles full of water.

��������������������appliance��thje cable 
and���
���n water or other liquids.

��%������
�������appliance�����������3�����������
is the risk of explosion.

��%������
�������appliance��������������������
toxic substances.

��8��������appliance���������	������������������
heat-sensitive surfaces.
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��%������
�������
�7�
�������������
����������7�
or cement, which would solidify on contact 
with the water and affect operation of the 
appliance (MK-950 only).

�� 9�7�� �
��� ����appliance� ��� 7���� ����
������
during operation. 

��%������	����������:��������������3��	������-
trical or electronic equipment. 

������������appliance���������������	�3��&������
cleaning it. 

��9�7���
�������appliance����������	�������	�3��
before putting it away. 

��4��������1�	��������
������1�&���������	��
an authorised technician. 

��������	����������:��������������3��	����������
animals or debris.

��;����1�
�����	��3�����3�1���������� :������
steam.

��%������������	���������������������������
substances inside the boiler. Water contains 
magnesium, mineral salts and other substan-
ces than lead to the formation of scale.  The 
best way to prevent the formation of scale 
is to use the scale preventer provided with 
the appliance. Further supplies can be 
obtai-ned from an authorised dealer. The 
product supplied is a special natural 
decalcifier that pulverises the scale. 

��2
������
�1������
����	�����
����
�
��������&�

��%�������5���������appliance����������������
agents.

��%�������������������appliance������������������
rings, electric stoves or other sources of heat.

������������3�����appliance����&���������	�
by children or anyone not specifically 
trained to do so. 

��%����������������&
������3�����5��������������
and avoid using pen tips or other pointed 
instruments.

��#�3�1������	�����appliance���������������&���
surface. 

�� $�� ���� appliance� ����� 	�����	� ��	� 
shows evident signs of damage, refrain 
from using it and have it checked over at 
an authorised Service Centre.

��$�������������������
����������
���������3�����
the appliance off immediately. Do not 
attempt to take it apart yourself. Contact an 
authorised Service Centre.

���������������� parts��
�����3�1��&��
��	�����
repairs or replacements. This is to make sure 
the appliance continues to operate safely. 

��6������re�����3����3�����������&�������3����� 
off the appliance and disconnect the plug.

��%������
�������
�7�
�����	���������������3�����
could seriously damage the appliance. 
Never use to suck up explosive liquids or 
powders, which could ignite on  contact 
with the internal parts of the 
appliance(MK-950 only).

��%������
�������
�7�
����5����
&��������� 
(MK-950 only)�

��%������
��� ��� �
�7�
��&
��������� �����	�-
�������&:������
��������&������������������ 
materials at the combustion stage 
(MK-950 only).
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Fig. 2
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#-7%
7

Position the suction in the 
special compartment inside the 
structure (A fig. 6) keeping the 
appliance panel positioned 
towards the front of the machine 
(B fig. 6).

#-7%
6 A B

Open the flap (1)of the accessory 
holder compartment positioned 
at the rear of the generator (fig. 
7).

#-7%
8

Connect the aspirator plug to the 
relative socket positioned inside 
the cable holder compartment 
(10-Fig. 8).
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#-7%
J1

Turn on the machine using the 
main switch located on the side 
of the control panel. (1 Fig. 10)

Unwind the cable from the relative 
cable winder hooks and insert the 
plug into the socket of a suitable 
wiring system. Unless otherwise sta-
ted the machine is suitable for 
220V- 50Hz connection (Fig. 9).

����� -�K&++�('"�1-�+&*1+-�D'#�*(4�
3*2*)-�,*$!-3�14�'/-#*"&() �
,'(3&"&'(!�K&".� 0'+"*)-!�'".-#�
".*(�#-H$&#-3B
��Q���!/���:����:��8-!,�.����/�:�9�
�+�����+���+.9��1��8/+>-����P.�:�
�:��,�1�/��+/�@!1 �.+1

#-7%9

#-7%
10

Fill the bottle supplied with run-
ning water. Only fill with running 
water from the mains. Never use 
any other substance (A - Fig. 10)

Remove the cap on the top part 
of the machine and exerting a 
s l ight pressure on the bott le, 
fil l the tank.

The valve permits an air release 
and rapid filling (B - Fig. 11).

When the boiler is filling with 
wa-ter, the indicator (2 - Fig. 
10) and the acoustic signal
switch off.

A B
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WARMING UP 
Switch on the appliance using  
the main switch located and  
boiler switch on the side of the  
control panel.The green light 3  
(Fig.12) flashes during warm-up.
  It stops flashing when the 
optimal pressure has been  
reached 

#-7%
1K
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FLEXIBLE HOSE CONNECTION:

#-7%
J4

�1!'+$"-+4�3'�('"�$!-�".-�.'!-� 
"'�/$++�".-�2*,.&(-�E�&)�:5Fę

#-7%
J5

To move the machine push from 
backward as shown in Fig. 15.

Open the door of the hose inlet, 
on the machine front, and con-
nect the hose making sure that 
it is properly connected (Fig. 
13).

Insert and connect the other edge 
of the hose in the vacuum inlet 
(Fig. 14 only Mk-950).

#-7%
J3
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���������	/��!&
The rotating tr iangular brush 
is usually employed to clean 
small,delicate surfaces and for 
uneven and irregular surfaces 
(armchair fabric pleats). 

It has softer bristles. The steam  
is distributed directly on  
bristles .(fig. 19)

*���
���	
&�	����!!����!-

.��)+�)

All the accessories provided  
can be attached simply by  
inserting the two ends, as shown 
in Fig.18.

3�
���
��
�������
��������
	�on � 
��
����
����	�
���������
��
�
���� 

;�
������&

The square brush is usually emplo-
yed to clean floors and for large 
flat surfaces. on the Brush there is 
a key that which allows you to:

Moreover 4 handy hooks allow to 
hang a cloth.

Fig. 18

Fig. 19

Fig. 20

- the rotation of the joint,
when the lever is positioned
in

- The joint lock, when the lever
is positioned in

- the extraction of the
joint, when the lever is
positioned in
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IMPORTANT
��	���%	
�	�;��
	$��!!���	��	
&�	!��1���	
�	/�	������% 

�
	�!	
&�	$�>��	�1	!
���	
&�
	�����!	��%	!���
���!	!� ���	?��	�11��
!	��%	
���3

STEAM NOZZLE

Lances are recommended for re-
gular cleaning. Lances must be fit-
ted directly on the hose handgrip 
or on the stiff extensions.

Both can be used coupled with  
the set of circular brushes (Fig. 21)

�����
'�	.��)+�)	

Circular brushes ar used to obtain 
a better cleaning by coupling the 
mechanical strength of bristles 
with the strength of steam.
They can be applied to both the  
short  tilted  lance  and  the 
long  lance (Fig. 22)




























































































































































