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Fig. 17

IMPORTANTE
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Fig. 16

LANCE

Le lance sono consigliate per le 
normali pulizie. La lance vengono 
innestate direttamente sull’impu-
gnatura del flessibile oppure sulle 
prolunghe rigide.

Entrambe possono essere 
utilizzate in abbinamento al set 
di circolari. (Fig.16)

SPAZZOLINI CIRCOLARI.

Gli spazzolini circolari sono 
utilizzati per ottenere una 
migliore pulizia unendo la forza 
meccanica delle setole alla 
forza del vapore. Si possono 
applicare sia alla lancia corta 
inclinata. (Fig. 17)









Modello: GV0318 220-240V 50/60Hz 
Massimo valore del flusso di vapore e massimo valore della Potenza di aspirazione misurato 

VALORI DI EMISSIONE SONORA DICHIARATI 
 secondo la ISO 4871 

Operating mode 

Livello di potenza sonora (pesatura A) LWA (ref.1pW) in decibels 89 

Incertezza KWA in decibel 3 

Livello di pressione sonora (pesatura A) LpA (ref. 20µPa) in decibels 76 

Incertezza KpA in decibel 3 

Valore determinato seguendo I test di rumore in accordo con ISO 3744 and ISO 11203. 

Nota: la somma di un valore di emissione di rumore misurato e la sua incertezza rappresenta un valore 
massimo limite dell'intervallo di valori che è probabile che si verifichi nelle misurazioni 

Modello: GV0318 220-240V 50/60Hz 
Massimo valore del flusso di vapore e massimo valore della Potenza di aspirazione misurato 

Il valore totale di vibrazione a cui è sottoposto il sistema mano-braccio non supera i 2,5 m / s ^ 2 

i
Italiano

Model: GV0318 220-240V 50/60Hz 
Massimo valore del flusso di vapore 
Livello rumore della pressione LpA ≤ 70 dB(A) misurata alla distanza di 1 mt. In accordo alla norma 
ISO 11203 

Model: GV0318  220-240V 50/60Hz 
Massimo valore del flusso di vapore. 

Il valore totale di vibrazione a cui è sottoposto il sistema mano-braccio non supera i 2,5 m / s ^ 2 

Model: GV0318 + Vacuum

Model: GV0318 
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J*.�d*!.�4�D��d5�7,��4�� �.�D!,,d�.�� 
�8��9��-04�.! �-*04�@�D*.��!4-0+��9�� 
appliance��08�D*,,*c��9��.!,�4�@�,*c&

;*c��*�!4���08�.���-0��9-4���0!�,
Congratulations on choosing this appliance. 
We are sure that if you carefully follow 
the information included in this manual, 
you will appreciate the quality of our 
product. For this reason we kindly ask you to 
carefully read this manual and have it read by 
anyone in charge of running the appliance.

– The instructions concerning the operation
and maintenance of the appliance
included in this manual describe the
detailed use of the appliance as designed
and according to its technical
characteristics.

– This manual, provided together with the
steam generator, is an integral part of the
appliance itself and must be RETAINED FOR
ANY FUTURE REFERENCE until the appliance
is dismantled.

– The manual must be always at disposal of
the user and easily consulted by anyone
operating on the appliance.

– Should the manual be lost or damaged, the
user can ask the manufacturer for a new
manual specifying: SERIES- MODEL- YEAR OF
CONSTRUCTION- SERIAL NUMBER as visible on
the rear side of the appliance.

– The manufacturer reserves the right to
update and modify the steam generator
without having to update the previous pro-
duction and manuals.

– The manufacturer will not be responsible for
any direct or indirect damage due to any
improper use of the appliance, and
namely:

– gross negligence in the required maintenan-
ce.

– interventions for any modification not autho-
rized by the manufacturer.

– use of non original spare parts and spare
parts not specific for the model of
appliance under reference.

– total or partial non compliance with the
instructions.

– extraordinary events.

�;��?%"'�)������?��e?'%f#�%��g5� 
�'��#�$�OFTEN5���3��"�''V�"#��)���
f;�)��;�)$�f���)�"�� 3)���'�#�
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�2�����J��V�)�'����#$�f�))�#�V

I�3%)��#�>�
h��3� �;"�����)���#��'� "#�����J��
3'����J%)�J���)��)�J�)�#��>

The steam generator is designed and built for 
cleaning and sanitization using steam, de-
tergent and suction. All three components 
can be used together. 

"�3)%3�)����

Use for purposes other than specified above is 
considered as improper use.  
The appliance must not be used in areas 
classified as potentially explosive.  Refer to 
the section entitled Important Notes for 
further details. Full compliance with the 
operating and mainte-nance instructions is a 
mandatory requirement. Improper use of the 
appliance, besides being hazardous for the 
user and other people and likely to damage 
the appliance itself, will invali-date the 
warranty conditions.
#%����%#�%3�)��"%#

��^��	����������
������������
��_�&�����������-
ting the appliance. 

��`���������������	�����j���������������
�������
will invalidate the warranty. 

��{������������������������������j���������
appliance is connected must comply 
with the applicable laws.

��;�������|���������appliance�����|������
temperatures. The operating temperature 
range is +5°C to +40°C.

��}�����������������
������appliance����~��
sure the mains voltage corresponds to the 
value on the rating plate, and the power  
socket is ground connected.

�����������appliance�����������
�����������	����&���
to pull out the power plug. Never leave the 
appliance unattended when it is 
connected to the power supply.

��>)�"�2�#�23+**$3&� &4$�-)'7�6$%+�$�
3"����*7�+'&�"*��!"�*&$*"*3$�+-$-
rations. 

��;�������
������������j������	����	����������
the plug. Always grasp the plug. 

��;����������j��������	���������j����	����
���	�
or stretched, or come into contact with sharp 
items or heated surfaces.

��;������
������������������������j������	����
other important parts are damaged. 

��;������
����|����������&����
�������
�������	�
by the manufacturer, as this could cause 
damage or a  fire.

��*��������j������	����	�����&���������	��
���tact an authorised Service Centre . 

����������
�������appliance�j����j������	��and�
feet when it is plugged in.

��;������
�������appliance�near����~��� baths, 
showers or receptacles full of water.

��������������������appliance��thje cable 
and���
���n water or other liquids.

��;������
�������appliance�����������j�����������
is the risk of explosion.

��;������
�������appliance��������������������
toxic substances.

�����������appliance���������	������������������
heat-sensitive surfaces.
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��;������
�������
�~�
�������������
����������~�
or cement, which would solidify on contact 
with the water and affect operation of the 
appliance (Vacuum Kit only).

�� ��~�� �
��� ����appliance� ��� ~���� ����
������
during operation. 

��;������	�������������������������j��	������-
trical or electronic equipment. 

������������appliance���������������	�j��&������
cleaning it. 

����~���
�������appliance����������	�������	�j��
before putting it away. 

��{��������_�	��������
������_�&���������	��
an authorised technician. 

��������	�������������������������j��	����������
animals or debris.

�������_�
�����	��j�����j�_���������� �������
steam.

��;������������	���������������������������
substances inside the boiler. Water contains 
magnesium, mineral salts and other substan-
ces than lead to the formation of scale.  The 
best way to prevent the formation of scale 
is to use the scale preventer provided with 
the appliance. Further supplies can be 
obtai-ned from an authorised dealer. The 
product supplied is a special natural 
decalcifier that pulverises the scale. 

���$"��2"%$&��7+77)$2�"*#�-�+&$3&�5$�
3)+&4�*7W�

��;�������|���������appliance����������������
agents.

��;�������������������appliance������������������
rings, electric stoves or other sources of heat.

������������j�����appliance����&���������	�
by children or anyone not specifically 
trained to do so. 

��;����������������&
������j�����|��������������
and avoid using pen tips or other pointed 
instruments.

��'�j�_������	�����appliance���������������&���
surface. 

�� *�� ���� appliance� ����� 	�����	� ��	� 
shows evident signs of damage, refrain 
from using it and have it checked over at 
an authorised Service Centre.

��*�������������������
����������
���������j�����
the appliance off immediately. Do not 
attempt to take it apart yourself. Contact an 
authorised Service Centre.

���������������� parts��
�����j�_��&��
��	�����
repairs or replacements. This is to make sure 
the appliance continues to operate safely. 

��}������re�����j����j�����������&�������j����� 
off the appliance and disconnect the plug.

��;������
�������
�~�
�����	���������������j�����
could seriously damage the appliance. 
Never use to suck up explosive liquids or 
powders, which could ignite on  contact 
with the internal parts of the 
appliance(Vacuum Kit only).

��;������
�������
�~�
����|����
&���������
�Vacuum Kit only)�

��;������
��� ��� �
�~�
��&
��������� �����	�-
�������&�������
��������&������������������ 
materials at the combustion stage 
(Vacuum Kit only).
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�3���$"�3%��'
The appliance must be disposed of in 
accordance with art. 13 of Legislative Decree 
no. 15 of 25th July 2005, which ”enacts 
Directives 201/19/UE, 2017/2102/UE on the 
reduced use of hazardous substances in 
electric and electronic appliances, and on 
waste disposal”.

The barred waste bin symbol on the 
appliance means it must be disposed 
of separately from ordinary household 
waste at the end of its useful life. 

The user is required to take it to an authorised 
collection centre for electronic and electro-
technical waste, or return it to the dealer when 
purchasing an equivalent replacement.  

Correct disposal of the appliance will enable 
it to be recycled or treated in an 
environmen-tally compatible manner. 
Damage to the environment and human 
health will be prevented if all the materials of 
which the appliance is made are disposed of 
correctly.
The owner of the appliance will be liable 
to prosecution if the appliance is disposed of 
in an illegal manner. 

��The appliance is not to be used by 
person (including children) with physical, 
sebsory or mental capabilities, or lack of 
experience and knowledge  
(IEC 60335-2-79:2016)

��Do not allow the appliance to be used by 
children, persons with physical, sensory or 
psychic abilities.

CORRECT USE OF THE APPLIANCE. 
This appliance is intended for professional use 
as a steam generator and a liquid and solid 
vacuum (Vacuum Kit only ) in accordance with 
the instructions in this handbook. Please read 
the instructions carefully and keep the 
handbook in a safe place for future reference. 
�4$�?>=�y>:���9��89:;<=9[�>;;�;<>�<;<���%+�� 
#"!"7$�+���*�'���3"'2$#�6��%"�)'�$�&+�'2$�&4$� 
!"34�*$��*�"33+�#"*3$���&4�&4$2$��*2&�'3&�+*2W�
�

The unit is designed for 
use of detergents with pH 

between 5.5 to 7.5.

N.B. Uses of products containing 
Chlorine and Amonia are not allowed. 

N.B.  With vacuum cleaner version 
use of foaming products are not 

recommended 
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N.B.
 �8-3
&+,4+2
 -,/24.13
 *81
 -,.-/+*-(,3
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#-7%
=

3 pc 3 pc 1 pc 2 pc

5 pc 2 pc 2 pc 12 pc

1 pc 1 pc 1 pc
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5���3)�3�)��"%#��#$�����
��"#��%#�)%'���#$�3�)��

1 - Main switch.

2 - Pressure gauge.

3 - Steam pressure indicator 

4 - No water indicator

5 - Detergent supply light. 

6 - Steam regulator

7 - Boiler switch

8 - Steam Connection

9 - 5-litre water tank

10 - 5-litre detergent tank

PREPARATION 
;�08,��-04��,,��-*0>

Secure the handle to the 
structure. (Fig. 3)

Fig. 3 

Fig. 2 

BOILERON

OFF

READY
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Unwind the cable and insert the 
plug into the socket. 
Unless otherwise stated the 
appliance is suitable for 
220V-50Hz connection (Fig. 4).

=W�W��$���))�*+&�6$�)�"6)$�%+��"*�� 
#"!"7$� 3"'2$#� 6�� +-$�"&�*7� 
3+*#�&�+*2� ��&4� 5+)&"7$2� +&4$�� 
&4"*��$('��$#�
��i��4!.���9����9��7,!+�-4�ground
ed� 
4*��4��*���*-8��0d�7.*@,��4�c-�
9� �9��+�0�.��*.�D!0 �-*0>�

Switch on the appliance using 
the main switch "1 and boiler 
switch "3" on the side of the 
control panel. (Fig. 5)

Fill the tank with 5 litres of tap 
water. Never use any other 
substance (Fig. 6)
When the tank is filling with 
water, the indicator 2 (Fig.5) and 
the acoustic signal will switch 
off.

"� 3%) ��# � H
$ - 4  9� . +� � � 0 d �
.�4-8!�,��-.�-0��9��@*-,�.�
8!.-0+� 9���-0+>��

Fig. 6 

Fig. 4 

Fig. 5 

BOILERON

OFF

READY

1

2

3
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WARMING UP 
Switch on the appliance using 
the main switch located and 
boiler switch on the side of the 
control panel.The green light 3 
(Fig.7) flashes during warm-up. 
It stops flashing when the 
optimal pressure has been 
reached 

Fig. 7 

BOILERON

OFF

READY

1 4

3 2
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Fig. 17

Fig. 16

IMPORTANT
#*�0��8��*����.��7.�44!.��*0��9��4!.D� ���*�@�� ,��0�8

"��-4��9��7*c�.�*D�4������9��� ,��04��08�4�0-�-1�4�4��-0+�d*!��DD*.�4��08��-��H

STEAM NOZZLE

Lances are recommended for re-
gular cleaning. Lances must be fit-
ted directly on the hose handgrip 
or on the stiff extensions.

Both can be used coupled with 
the set of circular brushes (Fig. 16)

�")��'�)�?)��;���

Circular brushes ar used to obtain 
a better cleaning by coupling the 
mechanical strength of bristles 
with the strength of steam.
They can be applied to both the 
short tilted lance and the long 
lance (Fig. 17)








































































































































